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BENTOLACT S 
VINIFICATION CLARIFICATION 

Composition: ............................................................. potassium caseinate, bentonite, kaolin 

Aspect: ....................................................................................................................... powder 

Color: ......................................................................................................... white to light grey 

Potassium caseinate: .................................................................................................. > 30 % 

Bentonite: .................................................................................................................... > 30 % 

Kaolin: ......................................................................................................................... > 30 % 

Humidity: ..................................................................................................................... < 10 % 

 

For raw material potassium caseinate (following COEI-1-POTCAS): 

Lead: ......................................................................................................................... < 5 ppm 

Arsenic: ..................................................................................................................... < 3 ppm 

Mercury: .................................................................................................................... < 1 ppm 

 

For raw material bentonite (following COEI-1-BENTO):  

Lead: ......................................................................................................................... < 5 ppm 

Arsenic: ..................................................................................................................... < 2 ppm 

Mercury: .................................................................................................................... < 1 ppm  

Cadmium: ................................................................................................................. < 1 ppm 

 

For raw material kaolin (following E-COEI-1-KAOLIN and UE 231/2012): 

Lead: ......................................................................................................................... < 5 ppm 

Arsenic: ..................................................................................................................... < 3 ppm 

Mercury: .................................................................................................................... < 1 ppm 

Cadmium: ................................................................................................................. < 1 ppm 
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